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DK 540

Doért Kose PVC Kaynak Makinesi
Four Corner PVC Welding Machine
CBapoYHbIl cTaHOK ANA ueTbipex yrnos MNBX
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STANDART AKSESUARLAR

« Manuel yaglama pompasi

« 1 set 60 mm yukseklikte profile gore kasa
kalib

« 1 set kanat adaptéri

OPSIYONEL AKSESUARLAR

« SA 250 Sogutma Unitesi
« CSA 240 Conta Baski Sistemi
« Talebe gore kaynak kaliplart

STANDARD ACCESSORIES

« Manual greasing pump

- 1 set of sash welding mold with 60 mm
of height

« 1 set of adaptor for frame profile

OPTIONAL ACCESSORIES

« SA 250 cooling unit
« Gasket pressing system
« Special welding molds on demand
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8.4 kw 50~60 Hz | Y Y
Niax

68 |55 L1/dak
400V AC N PE 8 L inin.

1690 ks
2079kg
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CTAHAAPTHbIE KOMIMJIEKTYIOLWUE

« Pyu4Hoi1 cMa3ouHbIN Hacoc

- Dopma pambl B COOTBETCTBUM C Npodunem
BblcoTO 60 MM 1 KOMMANEKT

« 1 Habop ananTepoB AnA CTBOPKM

ONMUMNOHHBbIE KOMIMJNEKTYIOLWMNE
« SA 250 OxnagutenbHbin 610K

« CSA 240 Cnctema paBneHvs NPoKNagKm
« CBapouHble GopMmbl Ha 3aKa3

Hmax :180 mm

Hmin :30mm

: in: 400
W max : 130 mm ‘ max: 3700 mm |

Wmin : 30mm

L —
min: 400 mm
max: 2700 mm

PVC profillerinin dért kasesinin kaynak islemi ile birlestirmeleri amaci ile kullanilir.
Machine is ideal for welding process of PVC plastic profiles at four corners.
MpumenseTca ansa coeguHeHus yetbipex yrnos MBX npoduns nocpeacteom ceapku.

PVC profilletin 90° de tam otomatik olarak
kaynak islemlerini yapar

Tek operasyonda PVC kasa ve kanat
profillerin dort kasesini kaynatir

Profil kaynadt ile ilgili tim degiskenler
kolaylkla programlanabilmektedir

Tim optimizasyon programlari ile uyumlu
kullanici dostu igletim sistemi

Parametreler 8” dokunmatik renkli ekran
vasitasi ile kolaylikla set edilir

Sodutma Unitesi (SA 250), Capak Alma
(CNC608-CNC 610) ve Dondirme Robot (SA
260) ile birlikte otomatik olarak hat halinde
kurulabilir

Standart {Zmm) veya sifir {0.2 mm) kaynak
araligina gére otomatik olarak operasyon
yapabilme &zelligi

Teflon sarma sistemi ile uzun streli Teflon
kullanim ozelligi

Kaynak isleminden sonra otematik olarak
profillerin tahliye edilmesi

Renkli ve beyaz profil segme maodu

Pratik kaynak kalibi degistirme sistemi ile
kayip zaman kaybi énlenir

Barkod okuyucu

Operator gavenlik bariyeri

Elektronik termostat sayesinde 0°C - 300°C
arasinda Istyl ayarlama 6zelligi

Minimum cerceve olglleri: 400 x 400 mm
Maksimum cergeve dlctleri: 3100 x 2700 mm
200 adet profiligin tretim hafiza kayit
imkani

Fully automatic four corner welding of PVC
window profiles at an angle of 90°
Welding of a complete window frame or
sash in one cycle

All profile related welding parameters are
individually programmable
User-friendly operating system c
to all optimization programs
Parameters are set easily by means of 8"
LCD calor touch screen

Automatic line can be made by combining
with Cooling Unit (SA 250),Corner Cleaning
Machine (CNC 608-610) and Rotating
Robot (SA 260)

Automatically setting of standard (2 mm}
or seamless (0.2 mm) welding options
Laong time of Teflon using period by means
of the roller system

Automatically discharging of the frames
after welding aperation

Colored and white profiles selection
modes

Saving of time by means of practical mold
change system

Barcode scanner

Operator safety barrier

Adjusting the heat between 0-300°C via
electronic thermostat

Mini Iding 1400%
400 mm (see below sketch and tech.
schema)

Maximum welding measurement: 3100

x 2700 mm {see below sketch and tech.
schema)

Memory capacity to save up programs of
200 different profiles

Ocyl|ecTRNACT NONHOCTHI0 ABTOMATHYECKYIO
npoleaypy ceapku NBX npoduneid nog
yrnom 90°

3a ofIHy OMepaLuio BbINOHAETCA CBAPKA
ueTklpex yrior [1BX npoduneli pambl 1
CTBOPOK

Bce nepemeHHble ANA CBapKn NPodUNa Nerko
NporpamMmupyIoTcs

Yno6Has onepalloHHas cucTema, NPUrodHas
K MCMoNb30BaHUIC CO BCEMU NporpaMmMamii
ONTUMI3ALIIA.

MapameTpbl Nerko ycraHasn1BaoTcs npu
MOMOLLM LIRETHOrO CEHCOPHOrO 3KpaHa 8"
MoxeT 6biTh MCNONb30BaH B aBTOMATUYECKOM
TNUHUKU BMECTe € oxnaguTentHbiM Gnokom (SA
250), yaaneHuem ceapHoro Hannasa (CNC608-
CNC 610) 1 BpawaklLm poboTomM (SA 250).
BO3MOXHOCTE aBTOMATIIYECKOTO BhINOIHEHSA
onepaliy B 3aBUCUMOCTI OT PACCTOSIHUA
MeXny crapKoli: cTaHOapTHoe (2 MM) K
Hynegoe (0,2 Mm)

licnonb3zoBaHue TednoHa B TeueHre
ANUTENBHOTO CpOKa Gnaroflapa cucteme
HaMoTKK TedioHa

ABTOMaTUYECKO® YaneHue npoduneil nocne
npolefypbl cBapKi

Pexxiim BbiGopa LBeTHoro 1 Genoro npoduns
MpaKTruHas CUCTEMA 3aMeHbl CRAPOUHOI
bopmbl NpegynpexaaeT noTepio BpemeHu
CkaHep WTpUx-Koaa

3alWTHLIA Bapbep ANs onepaTopa
Perynupogka Temnepartypbl o1 0° go 300°C
6narofjaps aNeKTEOHHOMY TepMocTaTy
MuHUManbHble pazmepbl pambl: 400 X 400 MM
MakcrmanbHble pasmepsl pambi:

3100 x 2700 mm

BO3MOMHOCTb 3aMUCK B NaMATb
npouzeodcTea ans 200 WTYK npoduns
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