Kesme Makineleri Saws CTAHKV /1A PE3K/

KD 402 S

Cift Kafa Kesme Makinesi

Double Mitre Saw machine

JByxronoBas nuna

STANDART AKSESUARLAR

2x @ 400 mm testere

Profil destek tnitesi

3 x yatay mengene

2 x yatay mengene

Puskirtmeli testere sogutma sistemi
Hava tabancasi

OPSIYONEL AKSESUARLAR

« Talag emme sistemi & aksesuarlari

STANDARD ACCESSORIES

Equipped with 2 x @ 420 mm of saw blades
Profile support mechanism

3 x horizontal clamps

2 x vertical clamps

Spray saw blade lubrication system

Airgun

OPTIONAL ACCESSORIES

« Chip vacuum extractor & accessories

Technical
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Lumin. | 170an | Garig

CTAHAAPTHbBIE KOMMNEKTYIOLWUE

« 2xnuna @400 mm

Brnok onopbl npoduns

3 X rOpY30oHTabHbBIN driKcaTop

2 X rOpV30oHTabHbIN $riKcaTop
PacnbinuTenbHan cucTema oxnaxaeHns nubl
Pacnbinutens

ONMUNOHHbIE KOMIMNEKTYIOLWME

« CucTema BbITSKKIN OMUIIOK U KoMmnnekTywune

Y mm

268

250

200

192

150

50

—90°
—45" 0

Al xmm

0 50 100 158

KD 402 S genis ebath PVC ve aliminyum profilleri, diiz veya agili olarak, cift kafa @ 400 mm testere ile kesmek amaci ile
tasarlanmis kesme makinesidir.
KD 402 S is designed for the strait or angular cutting operations of large size of profiles made of PVC and
aluminum materials by means of double head sawing units equipped with @ 400 mm of saw blades .

nvna ana peskn npodunein 13 anioMmHua 1 MBX 6onbLNX pasMepos, MPAMO UK Nog, YrioM ABYXIofoBon nunoi @
400 mm.

Cift el kumanda uygulamasi
45°-30°-22.5°-15°-90°lik agilarda iceriye susta
ile kesim

45°sol - 45° sag ara derecelerde hassas kesim
Hidro-pnématik kontrolli testere hareketi
Kesme kafalarinin manuel olarak
pozisyonlanmasi

Yatay mengeneler icin agma /kapama butonu
Mengene profil sikma ayarlar igin basing kon
trol valfleri

Pnématik kafa kitleme 6zelligi

Dijital ekran ile profil kesim boyunun optimum
olarak ayarlanmasi
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45°:145x 125 mm

Two-hand safety operation

Location points at 45°-30°-22.5°-15°-90°
both left and right

Pivoting range +90°- 45° inwards and
outwards infinitely adjustable
Hydro-pneumatic saw blade feed
Manual positioning of cutting units
On/off switch for horizontal clamp
Pressure control valves on the clamps for
the adjustment of the profile fixing
Pneumatically locked on position
Digital measuring display to ensure the
optimum cutting length of the profiles
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+ YnpaBneHue o6onmu pyKamu
Pacnun ¢ npegoxpaHuTenbHoN NPYKUHOM
Mo HanpaBJ/IEHNIO BHYTPb NoA yrnamm 45°-

30°-22.5°-15°-90°
TouHbIi i pacnun Ha yrnax ot 45° neeo u go 45°
npaso

[IBV>KEHVE MNbI C TMAPO-NIHEBMATUYECKM
ynpasneHviem

Py4HOE NO3NLINOHNPOBaHIIE PeXxyLLnX
rofI0BOK

KHorKa BKtoueHUsA/BbIKIOYeHNA ANs
ropr30HTasbHbIX GrKCcaTopoB
KoHTponbHble KnanaHbl AaBneHna s
PerynmpoBky 3axnuma npodpuna Gprkcatopom
MHeBMaTNYecKasn 6ﬂOKV\pOBI<a ronoBkKn
OnTumanbHaa HaCTPOMKa ANVHbI Pe3Ki
npoduna Npn nomouu UMGPOBOro 3KkpaHa

Max: 3455 mm
Min: 530 mm
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